USB Interface Communication for C Series MFC and P Series Pressure
Controllers

Required Documents — USB Windows 10 USB Driver Folder

e Drop the unzipped folder on the deskop of the laptop or computer

USE ST Micro
Window 10 ...

e Communication with the MKS Device Web Browser is done by connecting a computer and the
device via a usb to micro-usb connection.

e  When the device is first connected to the laptop it will appear as a <Serial Device>. For
communication purposes the connection needs to be a <Network Adapter>. The following
information shows the steps to load the driver to accomplish that task.
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e  Write click and select update Driver
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e Select <Browse my computer for driver software>

B Update Drivers - USB Serial Device (COM22)

How do you want to search for drivers?

» Search automatically for updated driver software

Windows will search your computer and the Internet for the latest driver software for

your device, unless you've disabled this feature in your device installation settings.

> Browse my computer for driver software

Locate and install driver software manually.

Cancel




Find the folder on the desktop. Select the folder <Irdis_win64
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e Once the folder is selected, hit Next and the driver will load.
e A warning might appear asking if you trust this to be loaded in the computer. Select <Allow>

>

€ B Update Drivers - USB Serial Device (COM22)

Browse for drivers on your computer

Search for drivers in this location:

s\SobleS\Desktop)\| ST Micro Window 10 Driver\Irndis-winx64 il Browse...

l Include subfolders

- Let me pick from a list of available drivers on my computer
This list will show available drivers compatible with the device, and all drivers in the same
category as the device.
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B Update Drivers - STM32F4 USB Ethernet/RNDIS #4

Windows has successfully updated your drivers
Windows has finished installing the drivers for this device:

. STM32F4 USB Ethernet/RNDIS

e Once the driver is loaded, check to make sure it has been updated to a <Network Adapter>
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e To begin communicating to the device Web Browser, the NIC card being used needs to be setup
properly.

e Go to <Network and Sharing Center>. Double click on the Local connection to open properties
of the Ethernet connection.
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Change your networking settings

%

Set up a new connection or network

Set up a broadband, dial-up, or VPN connection; or set up a router or access point.

@ Troubleshoot problems

Diagnose and repair network problems, or get troubleshooting information.

See also
Infrared
Internet Options

Windows Defender Firewall

e Select <Internet Protocol Version 4 (TCP/IPv4) and click on <Properties>

e Select <use the following address> and type in a unique address for the NIC card in the format
shown. Insert the <Subnet Mask> as shown below.
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Internet Protocol Version 4 (TCP/IPv4) Properties

General

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() Obtain an IP address automatically

(®) Use the following IP address:

IP address: 192.168 . 2 . 2
Subnet mask:

A — I

Obtain DMS server address automatically
(@) Use the following DNS server addresses:
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Open Microsoft Edge or Chrome and type in the IP Address of the device. The default address
is 192.168.2.155.



