
Type 121
Signal Conditioner

3.00
(76.2 mm)

3.90
(99.0 mm)

2.560
(65.0 mm)

1.92 (48.8 mm) LO RANGES
1mmHg to 1000 mmHg

2.50
(63.5 mm)

DIA.

0.500
(12.7 mm)

O.D.

3.14 (79.7 mm) HI RANGES
5K mmHg to 25K mmHg

2.56
(65.0 mm)

2.50
(63.5 mm)

DIA.

0.500
(12.7 mm)

O.D.

SWAGELOK 8VCR COUPLING

    

0.12 
(3.0 mm)

1.65
(41.9 mm)

4.62
(117.3 mm)

ZERO 
ADJUST

FACTORY 
ADJUST

14 PIN P.C. RIBBON
CONNECTOR

MATING CONNECTOR
AMPHENOL 57-30140
(MKS P/N 112-3375)

0.45
(11.4mm)

0.25
(6.35 mm)

5.62
(142.7 mm)

5.12
(130.0 mm)

0.187 (4.75 mm) DIA.
4 MOUNTING HOLES

8 FT. (2.4 mm) SHIELDED 
SENSOR CABLE

Dimensional Drawing —
Note: Unless otherwise speci�ed, dimensions are nominal values in inches (mm referenced).


